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ANGLE CHAIN CONVEYOR silo
(PPL]

Made entirely of constructional galvanized steel
Equipped with a sloping roof to prevent water leakage
Angles15°,30°,45°

Double floor

The toothless chain tensioning wheels which do not

(O

The POLNET Chain conveyors are designed for
changing levels transport, available in 3 angels 15°,
30°, 45°. High capacity conveying - up to 200 m?/h.
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damage the grain

Cleaning brushes over the outlet of the conveyor

Chain with scoop and self-cleaning scrapers

Roller chain with high tensile strength

The position of the rollers (every 1m) ensures the stability
of the chain
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Max length up to 100 m.

?

Hard-wearing material - on the floor of the conveyor
where the scraper blades and the rollers operate
NORD® drive

Robust construction and industrial design

Inspection windows and hatches
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Low chain speed affects gentle grain treatment
(no grain abrasion)
Quiet work
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Low energy consumption

Nord gear motor
Overflow flap  on the shock
with sensor absorber

NORD® gear
Segments  motor :

Low chain Substrate made
speed of hard-wearing

(no grain abrasion)  Grain inlet material

Double

Grain

i outlet
Chain tensioner
Rotation sensor Floor of the conveyor
made of hard-wearing  Cover made from
material hard-wearing material
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ANGLE CHAIN CONVEYOR silo
(PPL]

DIMENSIONS
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TECHNICAL DATA

Capacity Electrical power Chain speed Nominal rotation  Outlet dimensions ~ Max total length Max. skew
[m?/h] [kw]) (m/s) (obr/min] [mm) [m]) length
PPL 20%*/30** 28-34 37-45 15-9.2 0,40-0,46 27-31 © 200 100 8
PPL 20/40 43-47 57-63 15-11.0 0.,58-0,62 40-43 0200 100 8
PPL 20/60 58-64 77-85 15-18,5 0,72-0,78 51-56 0200 100 8
PPL 30/80 82-92 109-123 2,2-18,5 0,56-0,60 32-35 0250 100 0
PPL 30/100 92-99 123-132 2,2-22,0 0.60-0,63 35-37 0250 100 0
PPL 30/120 N6-126 155-168 3,0-30.0 0,72-0,77 42-45 0250 100 0
PPL 40/150 146-155 195-207 2,2-30,0 0.68-0,71 40-42 0300 80 14
PPL 40/200 195-21 260-281 3,0-45.0 0.62-0.67 3234 0300 70 14
PPL 40/250 243-251 324-334 4,0-45.0 0,72-0,74 38-39 kw 300 x 300 70 14
* Chain speed

* Capacity in tons per hour (T/h) The manufacturer reserves the right to make technical changes

* Capacity is given for wheat with a density of 760 kg/m?
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